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1) Purpose: The purpose of these guidelines is to establish a consistent standard for landscape
design and installation for development in the Town of Greece.

2)

Landscaping should be designed in accordance with the guidelines established herein and
shall be subject to site plan approval by the Planning Board. Variations from any standard in
these guidelines may be permitted or required by the Planning Board.

Definitions — from Section 211-5 of the Town of Greece Code (“The Zoning Ordinance”™)

A)

B)

©)

D)

E)

F)
G)

H)
D

J)

Buffer area: An area bordering the zoning district boundary between any two zoning
districts and designated by the Planning Board as an area reserved for plantings, fencing
or other similar screening devices for the purpose of creating a transition area wherein
adjoining uses do not detract from one another.

Certificate of Occupancy: A document issued by the Building Inspector which signifies
that a building or addition thereto and site comply with all applicable regulations of the
Town of Greece and Title 19 NYCRR (Building Codes of New York State) and all plans
and specifications for said building or addition and site.

Certified Nursery Professional (CNP): A landscape professional having successfully
completed the examination for, and continuously maintains their status in, the Certified
Nursery Professional Program administered by the New York State Nursery and
Landscape Association. A current list of registered CNPs is available on the Internet at
http://rochesterlandscapers.com/services/cnpd.php

Green space: Includes the concepts of open space, landscaped area, landscape buffer and
landscape screen.

Landscape area: The area required or permitted under this chapter to be devoted to live
plants, which may include existing and new vegetation, berms, detention or retention
ponds, lighting, curbed islands, street furnishings and ornamental features which are
integrated with the vegetation.

Landscape buffer: Trees and shrubs used to visually soften views.

Landscape guidelines: Guidelines [herein] available for reference to the general public
from the Department of Development Services which should be used as an aid in the
preparation of commercial, industrial and multiple-family residential site plans.

Landscape screen: Trees and shrubs used to block views.

Licensed Landscape Architect: An individual licensed by the New York State Education
Department’s Office of Professions to perform services further described in Title VIII of
the New York State Education Law. (refer to Title VIII for legal definition).

Lawn area: An area planted with grass and regularly mowed to maintain a height of no
more than 5 inches.
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3)

4

General Principles:

A) As a general rule, at least 30% of new or redeveloped commercial and industrial sites,
and 50% of multi-family residential sites, should be devoted to landscape areas, designed
in accordance with these guidelines.

B) Landscape design, and certification of proper installation, should be provided by a
Licensed Landscape Architect or Certified Nursery Professional as described herein.

C) Landscape materials used, plant species selection, and installation procedures should be
in accordance with standards established herein.

D) For sites with significant existing vegetation, the Applicant should consult a designated
representative of the Town’s Tree Council as early in the planning process as possible.

E) Buffering between different land uses may be required by the Planning Board.

F) Single-family residential subdivisions should provide one (1) street tree in the tree lawn
of each proposed interior building lot, and two (2) for corner lots. Street trees required by
the Planning Board should be included in the Letter of Credit for public improvements.

G) Ensuring the quality and proper installation of landscaping is the responsibility of the
developer. Long-term maintenance of landscaping will ultimately be the responsibility of
the property owner.

Specific Requirements:

A) Portion of site to be landscaped: The extent of available space to be landscaped on a site
is dependant largely on the lot coverage, setbacks, and parking requirements established
in the Zoning Ordinance. The remaining area should be devoted to landscaping unless
otherwise permitted or required by the Planning Board.

I) It is recommended that at least 30% of commercial and industrial sites be
landscaped in accordance with these guidelines.

1) It is recommended that at least 50% of multi-family residential sites be
landscaped in accordance with these guidelines.

II)  Itis recommended that 5% of parking areas over | acre be designed as landscaped
islands and/or medians.

IV)  Disturbed areas on a site plan that are designated for future development should
be planted to grass and maintained as lawn areas unless otherwise permitted or
required by the Planning Board.
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B) Landscape design and certification:
I) Landscape design:

(1) New or redeveloped commercial, industrial, and multi-family residential site plan
applications for 1 or more buildings, greater than 10,000 square feet in size AND
on a lot larger than 2 acres, shall include a landscape plan developed and stamped
by a New York State Licensed Landscape Architect. For applications involving a
single building less than 10,000 square feet in size AND on a lot of less than 2
acres, landscape plans shall be developed in consultation with a Certified Nursery
Professional (CNP). Proof of CNP review shall be provided.

(2) Acceptable landscape plans shall include at least the following:
(a) Plant schedule including:
(i) Symbol and common and botanical name of plants used
(ii) Size and spacing requirements of plants used
(b) % of green space existing and proposed for the site as a whole
(¢) % of parking areas devoted to landscaping
(d) Snow storage areas
(e) Planting and installation details.

(f) Show the limit of clearing. Existing vegetation should be noted on the plan as
“to remain” or “to be removed”.

(g) Details of tree protection methods; see page 8

(h) Any other information that may impact the landscape design including
overhead and underground utilities, or any other information deemed
necessary by the Planning Board.

1) Certification of installation: Prior to the issuance of a Final Certificate of
Occupancy for the Premises, developers of commercial, industrial, and multi-
family residential sites shall provide certification verifying proper installation of
landscape areas on the site, in accordance with the landscape plan approved by the
Planning Board, and in accordance these guidelines. Said certification shall be
provided on the attached certification form (page 10), completed by a Licensed
Landscape Architect or Certified Nursery Professional.

Landscape Guidelines — Greece, NY Page 4 7/8/2009



C) Landscape materials / installation / quality standards:

I) Plant size: Plant sizes shall be as follows unless otherwise required or permitted
by the Planning Board.

(1) Deciduous shade trees and ornamental trees shall have a caliper of at least 1.75 —
2 inches upon installation.

(2) Multiple-trunk trees shall have a minimum of 3 trunks, which average 6 feet in
height upon installation.

(3) Coniferous trees shall have a minimum height of 5 feet upon planting.

(4) Shrubs shall be a minimum of 18 inches in height or width.

IT) Plant placement and spacing: Plant spacing should be based on the space
requirements of individual species and in recognition of their full growth
potential.

(1) Plants should be spaced from one another so as to allow for full potential growth
of the particular species. In the case of buffering, additional room may be needed
in the plans so that plants can be staggered.

(2) Plants should not be placed where they will interfere with site drainage, paved
areas or sidewalks, underground or overhead utilities, or any associated
easements.

(3) Snow storage areas should be limited to planting of grass.

(4) Landscape islands should be provided in parking lots to channel traffic and create
visual and climatic relief in large expanses of pavement. The use of shade trees is
encouraged within parking lots. Species selection is of particular importance in
these harsh growing conditions due to excessive heat, dry soil conditions, road
salt accumulation, and snow plowing.

11I) Plant selection: Plant selection should be determined in consultation with a
Licensed Landscape Architect or Certified Nursery Professional. A number of
factors come into play when selecting the appropriate plant for different locations
of the site.

(1) Salt tolerance: Road salt is a common factor in the demise of landscape plantings.
Plantings near roadways, parking lots, and in areas that receive drainage from
those portions of the site should be selected based in part on their salt tolerance.

(2) Plants on berms and sloped areas: The shallow root structures of certain trees are
not suited for planting on slopes or on top of berms.

(3) Site distances: Refer to Section 211-33 of the Zoning Ordinance.
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