__TRAFFICIMPACTREPORT A

DELTA SONIC GREECE
TOWN OF GREECE, NY

PREPARED FOR:

Mr. Matt Oates, P.E.

Benderson Development Company, LLC
570 Delaware Avenue

Buffalo, NY 14202

242 West Main Street, Suite 100 | Rochester, NY 14614 | 585.325.1000 | www.passero.com PASSERO

engineering architecture




TRAFFIC IMPACT - DELTA SONIC GREECE

May 21, 2025

TABLE OF CONTENTS

1.0
2.0

3.0

4.0

5.0
6.0

7.0

8.0
9.0
10.0

EXECUTIVE SUMMARY

INTRODUCTION

2.1 Study Purpose and Objectives

2.2 Project Location
2.3 Study Area

TRANSPORTATION SETTING

3.1 Description of Study Area Roadways

Table 1: EXisting HiGhWQY SYStEM......ccccc.eeveeeeeeeeeeeeeee e eesea e e e caaaaa e

3.2 Description of Multimodal Network

Table 2: Multimodal NETWOIK ..........ueeeeeeeeeeeieeeeeecieieeeeeeeeiireeeeeeessisseaeeeeeesiasrseaeeeens

3.3 Planned/Programmed Highway Improvements

EXISTING CONDITIONS ANALYSIS

4.1 Peak Intervals for Analysis

4.2 Existing Traffic Volume Data

4.3 Field Observations

BACKGROUND (NO BUILD) CONDITIONS

PROPOSED DEVELOPMENT CONDITIONS

6.1 Project Description

6.2 Proposed Traffic Generation

Table 3: Site GeNerated TriDS.......cueveerueeeieeieesie ettt

6.3 Trip Distribution

O WWWWN NNOO ool nuu N

6.4 Full Development Volumes

TRAFFIC OPERATIONS AND ANALYSIS

7.1 Description of Capacity Analysis

Table 4: Level Of SErViCe CriteriQ .........cuuuuiuuueieeeeeeiieieeeeeeeecceeeeeeeeeceae e e e e ecraaaaa e

7.2 Capacity Analysis Results

Table 5: Capacity ANQlYSiS RESUILS ........cc..euveeeeeeeeeeeee et ee e e e caaaaa e

CONCLUSIONS AND RECOMMENDATIONS

REFERENCES

FIGURES

APPENDICES

APPENDIX A:  EXISTING TRAFFIC COUNT DATA
APPENDIX B: MISCELLANEOUS CALCULATIONS

APPENDIX C:
APPENDIX D:
APPENDIXE:
APPENDIXF:

LOS CALCULATIONS - EXISTING CONDITIONS
LOS CALCULATIONS - BACKGROUND CONDITIONS
LOS CALCULATIONS - FULL BUILD CONDITIONS

LOS CALCULATIONS - FULL BUILD CONDITIONS - TIMING ADJUSTMENTS

rASSERO

engineering architecture

Page |1




TRAFFIC IMPACT - DELTA SONIC GREECE

May 21,2025

1.0 EXECUTIVE SUMMARY

The purpose of this report is to evaluate the potential traffic impacts related to the proposed Delta Sonic development
located along Long Pond Road in the Town of Greece, NY. Within this report, the operating characteristics of the
proposed access points and impacts to the adjacent roadway network are evaluated. Mitigating measures are identified,
if needed, to minimize operational concerns. To define traffic impact, this analysis establishes existing baseline traffic
conditions, projects background traffic flow including area growth, and determines the traffic operations that would
result from the proposed project. All figures and supporting calculations are included at the end of this report.

Project Location and Description
The project site is located along the west side of Long Pond Road to the south of the existing Wegmans property, in the
Town of Greece, Monroe County, NY. The project comprises the following aspects:
» Site Status: Currently, the site is occupied by vacant undeveloped land.
* Site Boundary:
o North: The site is bound by a Wegmans grocery store.
o East: McDonald’s and Long Pond Road.
o South: Greece Montessori School.
o West: An undeveloped wooded area.
* Vicinity Land Uses: There is a mix of land uses, including commercial, residential, and educational.

The proposed Delta Sonic development comprises the following components:

* Proposed Land Use(s):

o A convenience store
Fueling Island with six fuel dispensers totaling 12 vehicle fueling positions
12 outdoor vacuums
Single tunnel car wash with a triple prep hut
Detail building
o Indoor vacuum building with 23 vacuums

* Access: Provided via the two existing Wegmans full access driveways along Long Pond Road and the one

existing Wegmans full access driveway along Latta Rd.
» Parking: The site provides 29 spaces for the convenience store and 39 spaces for employees.

0O O O O

Study Area
To ensure a comprehensive analysis of potential traffic impacts, a study area was selected consisting of the following
intersections.

1. Latta Road (NY-18) at Wegmans Driveway

2. Latta Road (NY-18) at Long Pond Road (CR-136)

3. Long Pond Road (CR-136) at Wegmans North Driveway

4. Long Pond Road (CR-136) at Wegmans South Driveway

Existing and Background Conditions

Turning movement traffic counts were collected by Passero Associates on Thursday, April 24™, 2025 and Saturday, April
26, 2025. Traffic counts were conducted between 3:00-6:00 PM for the weekday PM peak period, and 11:30 AM-2:30
PM for the Saturday midday (SAT) peak period at the study intersections. The most significant peak hours for the
combination of site traffic and traffic on the adjacent roadway occurred between 4:15-5:15 PM and 11:30 AM-12:30 PM.
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The weekday turning movement count data was collected on a typical weekday while local schools were in session. No
adverse weather conditions impacted the traffic counts. The traffic volumes were reviewed to confirm accuracy,
seasonality, and relative balance between intersections. No seasonality adjustment was required. The actual differences
in traffic volumes can be attributed to temporal variations in traffic volumes as well as activity related to driveways
located in the segments between the study intersections. Traffic volumes were adjusted where necessary to achieve an
appropriate balance between intersections.

Construction of the proposed project is anticipated to reach full build-out within approximately one year. Based on
feedback from the Town of Greece, the following projects were identified:
e 2455 Latta Road - 184 senior residential units.
o Traffic generated by this development was added to the study intersections.
* 3500 Latta Road - +227 residential units
o Traffic generated by this development was added to the study intersections.
* 447 Long Pond Road - Seven single-family residential homes.
o Traffic generated by this development was included in the background growth rate.
*  North Greece Road - £145 single-family residential units
o Trdffic generated by this development was included in the background growth rate

The following developments were considered but not included in the background traffic volumes due to the timeline
for their construction having a much longer horizon than the proposed Delta Sonic development:

* 40 Greece Center Drive - +6,500 square foot restaurant

* Flynn Road - 73 single family residential homes

* 3561 Latta Road - +4,245 square foot gas station (six pumps with 12 fueling stations)

To account for normal increases in background traffic growth, including the developments noted above as well as any
unforeseen developments in the study area, a growth rate of 1.5% was applied to the existing traffic volumes for the
one-year build out period.

Conclusions and Recommendations
This Traffic Impact Study identified and evaluated the potential traffic impacts that can be expected from the proposed
Delta Sonic development along Long Pond Road in the Town of Greece, NY. The results of this comprehensive study
determined that the existing transportation network can adequately accommodate the projected traffic volumes and
resulting minor impacts to study area intersections. The following sets forth the conclusions and recommendations
based upon the results of the analyses:

1. The proposed project is estimated to generate a total of 182 entering and 183 exiting vehicle trips during
the PM peak hour, and 169 entering and 170 exiting vehicle trips during the SAT peak hour. However, it is
important to note that not all these trips are entirely new; some are accounted for via pass-by adjustments.

2. Considering ITE published pass-by rates and professional judgment, the site is anticipated to generate 127
entering and 128 exiting new vehicle trips during the PM peak hour, and 118 entering and 119 exiting new
vehicle trips during the SAT peak hour.

3. Minor delays are projected between background and full build conditions at the Latta Rd/Wegmans Driveway
and Long Pond Road/Wegmans South Driveway intersections. The additional traffic volumes generated by the
proposed project can be accommodated at these intersections, as there is adequate intersection capacity.
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4. The decrease in LOS for the westbound left approach during the PM peak hour at the Latta Road/Long Pond
Road intersection can be mitigated by decreasing the green time for the eastbound phase by one second and
increasing the green time for the westbound left phase by one second. Given that the traffic signal is fully
actuated, it is anticipated that this minor change would occur automatically as traffic volumes fluctuate.

5. The decreases in LOS for the westbound left and westbound thru approaches during the SAT peak hour at the
Long Pond Road/Wegmans North Driveway intersection can be mitigated by decreasing the green time for the
eastbound phase by two seconds and increasing the green time for the westbound phase by two seconds.
Given that the traffic signal is fully actuated, it is anticipated that this minor change would occur automatically
as traffic volumes fluctuate.

6. Pursuant to the State Environmental Quality Review Act (SEQRA), this detailed analysis demonstrates that the
proposed project, with the recommended improvements in place, does not result in any significant adverse
traffic impacts even at full development.
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2.0 INTRODUCTION

2.1 Study Purpose and Objectives

The purpose of this report is to evaluate the potential traffic impacts related to the proposed Delta Sonic development
located along Long Pond Road in the Town of Greece, NY. Within this report, the operating characteristics of the
proposed access points and impacts to the adjacent roadway network are evaluated. Mitigating measures are identified,
if needed, to minimize operational concerns. To define traffic impact, this analysis establishes existing baseline traffic
conditions, projects background traffic flow including area growth, and determines the traffic operations that would
result from the proposed project. All figures and supporting calculations are included at the end of this report.

2.2 Project Location

The project site is located along the west side of Long Pond Road to the south of the existing Wegmans property, in the
Town of Greece, Monroe County, NY. The project comprises the following aspects:
» Site Status: Currently, the site is occupied by vacant undeveloped land.
* Site Boundary:
o North: The site is bound by a Wegmans grocery store.
o East: McDonald'’s and Long Pond Road.
o South: Greece Montessori School.
o Waest: An undeveloped wooded area.
* Vicinity Land Uses: There is a mix of land uses, including commercial, residential, and educational.

2.3 Study Area

To ensure a comprehensive analysis of potential traffic impacts, a study area was selected consisting of the following
intersections. Figure 1 illustrates the study area and project location.

1. Latta Road (NY-18) at Wegmans Driveway

2. Latta Road (NY-18) at Long Pond Road (CR-136)

3. Long Pond Road (CR-136) at Wegmans North Driveway

4. Long Pond Road (CR-136) at Wegmans South Driveway

3.0 TRANSPORTATION SETTING

3.1  Description of Study Area Roadways

The information outlined in Table 1 provides a description of the existing roadway network within the study area.
Figure 2 illustrates the lane geometry and traffic controls at each of the study intersections and the Annual Average
Daily Traffic (AADT) volumes on the study roadways. The AADTs, in vehicles per day (vpd), reflect the most recently
collected data obtained from the NYSDOT.

Functional classification of roadways is determined by the NYSDOT and the Federal Highway Administration (FHWA).
Both the NYSDOT and FHWA groups roads, streets, and highways into different classes based on how they are used.
This is called functional classification. Roads and streets do not work alone to move traffic. Instead, they form a network.
Functional classification defines how each road or street fits into this network, how it provides access to nearby
properties, and whether it is in an urban or rural area. In the study area, all the roadways are classified as urban.

The primary functional classification within the study area:
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¢ Minor Arterial (Class 16)

Table 1: Existing Highway System

Roadway Class' Agency? Speed Typical Cross Section? AADT
'('Sﬁ :)oad 16 NYSDOT  40/45 mph 4-lane undivided 10,156 (NYSDOT 2023)
Long Pond Road (CR-136) 16 MCDOT 35 mph 4-lane undivided 12,054 (NYSDOT 2022)

1. Functional Classification.
2. Roadway ownership.

3. Excludes turning lanes at intersections.

3.2  Description of Multimodal Network

Table 2 summarizes the traffic controls, pedestrian, bicycle, and transit accommodations within the study area.

Table 2: Multimodal Network

TRAFFIC PEDESTRIAN BICYCLE
INTERSECTION TRANSIT
CONTROL  SIDEWALK  CROSSWALK PED SIGNAL LANE OTHER
Some In lane and
Latta Rd/Wegmans Dwy Signal Yes Yes No some No
presence
shoulder
In lane and
Latta Rd/Long Pond Rd Signal Fully present Yes Yes No some Bus Route 92
shoulder
Long Pond Rd/Wegmans Signal Some Yes Yes No In lane No
North Dwy presence
Long Pond Rd/Wegmans Signal Some Yes Yes No In lane No
South Dwy presence

3.3 Planned/Programmed Highway Improvements

Projects in Your Neighborhood

=

The NYSDOT Projects in Your Neighborhood web portal was reviewed and it was
determined that there are no planned or ongoing projects within the study
area.

[ Pt | [ et e

4.0 EXISTING CONDITIONS ANALYSIS

Besanption Controcts Status

4.1  Peak Intervals for Analysis

Given the functional characteristics of the corridors, adjacent land uses, and the proposed land use for the project site,
the peak hours selected for analysis are the weekday afternoon (PM) and Saturday midday (SAT) peak periods. The
combination of site traffic and adjacent street traffic produces the greatest demand during these time periods.
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4.2  Existing Traffic Volume Data

Turning movement traffic counts were collected by Passero Associates on Thursday, April 24™, 2025 and Saturday, April
26", 2025. Traffic counts were conducted between 3:00-6:00 PM for the weekday PM peak period, and 11:30 AM-2:30
PM for the Saturday midday (SAT) peak period at the study intersections. The most significant peak hours for the
combination of site traffic and traffic on the adjacent roadway occurred between 4:15-5:15 PM and 11:30 AM-12:30 PM.

The weekday turning movement count data was collected on a typical weekday while local schools were in session. No
adverse weather conditions impacted the traffic counts. The traffic volumes were reviewed to confirm accuracy,
seasonality, and relative balance between intersections. No seasonality adjustment was required. The actual differences
in traffic volumes can be attributed to temporal variations in traffic volumes as well as activity related to driveways
located in the segments between the study intersections. Traffic volumes were adjusted where necessary to achieve an
appropriate balance between intersections. Figures 3a and 3b illustrate the 2025 existing balanced conditions for the
PM and SAT peak hours, respectively.

4.3 Field Observations

The study intersections were observed during peak intervals to assess current traffic operations. Signal timing and
phasing information was obtained from the NYSDOT and MCDOT to determine peak hour phasing plans and phase
durations during each interval at the signalized intersections. This information was used to support and/or calibrate
capacity analysis models described in detail later in this report.

5.0 BACKGROUND (NO BUILD) CONDITIONS

Construction of the proposed project is anticipated to reach full completion in approximately one year depending on
market conditions. The widely accepted methodology for preparing traffic impact studies requires that any projects in
the study area that are currently approved and/or under construction must be considered in the traffic analysis. Projects
that are contemplated but not yet approved are not included in a traffic analysis. Local municipal personnel were
contacted to discuss any other specific projects that are currently approved or under construction that would generate
additional traffic in the study area. The following projects were identified:
e 2455 Latta Road - 184 senior residential units.
o Traffic generated by this development was added to the study intersections.
* 3500 Latta Road - £227 residential units
o Traffic generated by this development was added to the study intersections.
* 447 Long Pond Road - Seven single-family residential homes.
o Traffic generated by this development was included in the background growth rate.
* North Greece Road - £145 single-family residential units
o Traffic generated by this development was included in the background growth rate.

The following developments were considered but not included in the background traffic volumes due to the timeline
for their construction having a much longer horizon than the proposed Delta Sonic development:

e 40 Greece Center Drive - £6,500 square foot restaurant

* Flynn Road - +73 single family residential homes

* 3561 Latta Road - £4,245 square foot gas station (six pumps with 12 fueling stations)

A review of available historical NYSDOT traffic volume data in the vicinity of the site indicates that traffic has decreased
between 2016 and 2023. To account for normal increases in background traffic growth, including the developments
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noted above as well as any unforeseen developments in the study area, a growth rate of 1.5% was applied to the existing
traffic volumes for the one-year build out period. Figures 4a and 4b depict the peak hour background traffic volumes
for the PM and SAT peak hours, respectively.

6.0 PROPOSED DEVELOPMENT CONDITIONS

6.1  Project Description

The proposed Delta Sonic development comprises the following components:

* Proposed Land Use(s):

o A convenience store
Fueling Island with six fuel dispensers totaling 12 vehicle fueling positions
12 outdoor vacuums
Single tunnel car wash with a triple prep hut
Detail building
o Indoor vacuum building with 23 vacuums

* Access: Provided via the two existing Wegmans full access driveways along Long Pond Road and the one

existing Wegmans full access driveway along Latta Rd.
» Parking: The site provides 29 spaces for the convenience store and 39 spaces for employees.

O O O O©

6.2  Proposed Traffic Generation

The volume of traffic generated by a site is dependent on the intended land use and size of the development. Trip
generation is an estimate of the number of trips generated by a specific building or land use. These trips represent the
volume of traffic entering and exiting the development. Trip Generation Manual (11" Edition) published by the Institute
of Transportation Engineers (ITE) is used as a reference for this information. The trip rate for the peak hour of the
generator may or may not coincide in time or volume with the trip rate for the peak hour of adjacent street traffic.
Volumes generated during the peak hour of the adjacent street traffic and proposed land use, in this case, the weekday
commuter PM and SAT peak hours, represent a more critical volume when analyzing the capacity of the system; those
intervals will provide the basis of this analysis.

According to the ITE, the following steps are recommended when determining trip generation for proposed land uses:

i.  Check for the availability of local trip generation rates for comparable uses.

ii. Iflocaltrip data for similar developments are not available and time and funding permit, conduct trip generation
studies at sites with characteristics similar to those of the proposed development.

Trip generation data for the proposed project was derived from five Delta Sonic sites in the Greater Rochester and
Buffalo areas (Irondequoit, Henrietta, Clarence, Orchard Park, and Amherst). The site characteristics from these five sites
were compared to the site characteristics shown on the site plan for the proposed project. Considering the convenience
store with no quick service restaurant, the amount of fueling stations, the detail center, and the AADT of the surrounding
roadways, it was determined that the Delta Sonic site in Clarence, NY is most comparable to the proposed site. Given
that, the site generated PM peak hour period trips for the Clarence, NY Delta Sonic site were used for the proposed
project. However, since only PM peak site trip data was available for the Clarence, NY site, site trip data for the PM and
SAT peak hours from the West Henrietta Rd site in Henrietta, NY was utilized to determine a ratio between PM peak
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hour site trip data and SAT peak hour site trip data. This ratio was applied to the PM peak hour site trip data from
Clarence, NY to determine the SAT peak hour site trips for the proposed project.

Additionally, for certain types of developments, the total number of trips generated is different from the amount of new
traffic added to the adjacent highway network by the generator. Service-oriented developments (i.e., shopping centers,
restaurants, and car washes) often locate adjacent to busy streets in order to attract the motorists already passing the
site on the adjacent street(s), in this case Latta Road and Long Pond Road. These sites attract a portion of their trips from
traffic passing the site. The “pass-by” traffic refers to the amount of existing traffic already on the roadway adjacent to
the site that, as it “passes by” the site, will enter the site driveways to patronize the project site. The quantifying of “pass-
by” trips has the net result of reducing the volume of new traffic that is added to the site driveways and/or adjacent
roadways.

The ITE does not have pass-by rate data for car washes. Therefore, pass-by rates for a gasoline/service station with
convenience market were consulted as a comparable land use. This land use category can include accessory car wash
facilities. Based on ITE data, pass-by rates during the PM peak period for this comparable land use range from 46% to
72% (average 56%). No data is available during the SAT peak periods. The project site is likely to exhibit some level of
pass-by traffic given the proposed land use and location of the project site along Latta Rd and Long Pond Rd. Therefore,
a conservative pass-by rate of 30% was used during the PM and SAT peak hours.

Table 3 shows the total trip generation, pass-by trips, and the resulting primary (new) trips that are added to the existing
highway system.

Table 3: Site Generated Trips

e PM Peak Hour SAT Peak Hour
Description - -
Enter Exit Enter Exit
Delta Sonic Car Wash w/ Convenience 182 183 169 170
Store and Gas Pumps
Pass-by Trips (30%) -55 -55 -51 -51
Total New Trips 127 128 118 119

The proposed project is estimated to generate a total of 182 entering and 183 exiting vehicle trips during the PM peak
hour, and 169 entering and 170 exiting vehicle trips during the SAT peak hour. However, it is important to note that not
all these trips are entirely new; some are accounted for via pass-by adjustments. Considering ITE published pass-by rates
and professional judgment, the site is anticipated to generate 127 entering and 128 exiting new vehicle trips during
the PM peak hour, and 118 entering and 119 exiting new vehicle trips during the SAT peak hour.

6.3  Trip Distribution

The cumulative effect of site-generated traffic on the transportation network is dependent on the origins and
destinations of that traffic and the location of the access drives serving the site. The proposed arrival and departure
distribution of traffic generated by the proposed project is considered a function of several parameters, including:

* Residential and employment centers using US Census data.

* Commercial centers in the greater area.

* Surrounding roadway network.

» Site layout and access locations.

» Existing traffic patterns.

» Existing traffic conditions and controls.
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Figure 5 shows the anticipated trip distribution pattern percentage for the project site. Figures 6a and 6b illustrate the
peak hour project site-generated traffic during the PM and SAT peak hours, respectively, based on the percentages in
Figure 5.

6.4  Full Development Volumes

The proposed design hour traffic volumes are developed for the peak hours by combining the background traffic
conditions (Figures 4a and 4b) and the new site-generated traffic volumes (Figures 6a and 6b) to yield the traffic
volumes under full development conditions. Figures 7a and 7b illustrate the total peak hour volumes anticipated for
the proposed project under full build-out conditions for the PM and SAT peak hours, respectively.

7.0 TRAFFIC OPERATIONS AND ANALYSIS

7.1 Description of Capacity Analysis

Capacity analysis is a technique used for determining a measure of effectiveness for a section of roadway and/or
intersection based on the number of vehicles during a specific time period. The measure of effectiveness used for the
capacity analysis is referred to as a Level of Service (LOS). Levels of service are calculated to provide an indication of the
amount of delay that a motorist experiences while traveling along a roadway or through an intersection. Since the most
amount of delay to motorists usually occurs at intersections, capacity analysis focuses on intersections, as opposed to
highway segments.

The standard procedure for capacity analysis of signalized and unsignalized intersections is outlined in the Highway
Capacity Manual (HCM) 7 Edition published by the Transportation Research Board (TRB). Traffic analysis software,
Synchro 12, which is based on procedures and methodologies contained in the HCM, was used to analyze operating
conditions at study area intersections. The procedure yields a level of service based on the HCM as an indicator of how
well intersections operate.

Six levels of service are defined for analysis purposes. They are assigned letter designations, from A to F, with LOS A
representing the conditions with little to no delay, and LOS F conditions with very long delays. Suggested ranges of
service capacity and an explanation of levels of service are included in the Appendices. LOS C or better is desirable, but
LOS D for signalized locations and LOS E for unsignalized locations are generally thresholds of acceptable operation
during peak periods so long as the volume to capacity ratio (v/c) is below 1.0. Table 4 depicts level of service criteria for
both signalized and unsignalized intersections and associated delays per vehicle in seconds.

Table 4: Level of Service Criteria

Level of Signalized Unsignalized
Service Control Control
A <10 <10
B 10-20 10-15
C 20-35 15-25
D 35-55 25-35
E 55-80 35-50
F >80 >50

engineering architecture




TRAFFIC IMPACT - DELTA SONIC GREECE

May 21,2025

Level of service for signalized intersections is defined in terms of delay specifically, average total delay per vehicle for a
15-minute analysis period. Level of service for unsignalized intersections, however, are different from a signalized
intersection. The primary reason for this is driver expectation that a signalized intersection is designed to carry higher
volumes than an unsignalized intersection. Unsignalized intersections are also associated with more uncertainty for
users, as delays are less predictable than they are at signals.

The v/c ratio, also referred to as degree of saturation, represents the sufficiency of an intersection to accommodate the
vehicular demand. A v/c ratio less than 0.85 generally indicates that adequate capacity is available, and vehicles are not
expected to experience significant queues and delays. As the v/c ratio approaches 1.0, traffic flow may become unstable,
and delay and queuing conditions may occur.

7.2 Capacity Analysis Results

Existing and background operating conditions during the peak study periods are evaluated to determine a basis for
comparison with the projected future conditions. The future traffic conditions generated by the project were analyzed
to assess the operation of the study area intersections. Capacity results for existing, background, full build, and full build
with timing adjustments conditions are listed in Table 5. The discussion following the table summarizes capacity
conditions. The detailed Synchro capacity analysis worksheets are provided after this report.

engineering architecture
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TRAFFIC IMPACT - DELTA SONIC GREECE

May 21,2025

1. Latta Road at Wegmans Driveway (Signalized)

All approaches operate at an acceptable LOS C or better under existing and background conditions during both peak
hours with the exception of the northbound thru/right approach which operates at LOS E during both peak hours. There
are no projected changes in level of service between background and full build conditions. No capacity improvements
are warranted nor recommended at this location.

2. Latta Road at Long Pond Road (Signalized)

All approaches operate at an acceptable LOS D or better under all conditions during both peak hours. In between
background and full build conditions, the westbound left approach is projected to change from LOS C to LOS D during
the PM peak hour. This decrease in LOS during the PM peak hour can be mitigated by decreasing the green time for the
eastbound phase by one second and increasing the green time for the westbound left phase by one second. Given that
the traffic signal is fully actuated, it is anticipated that this minor change would occur automatically as traffic volumes
fluctuate. No other changes in LOS are anticipated and no capacity improvements are warranted nor recommended at
this location.

3. LongPond Road at Wegmans North Driveway (Signalized)
All approaches operate at an acceptable LOS D or better under existing and background conditions during both peak
hours. In between background and full build conditions, the following changes in LOS were noted:

e The westbound right approach is projected to change from LOS A to LOS B during the PM peak hour, however,
this is considered borderline condition as the threshold between LOS A and B is 10.0 seconds per vehicle and
the actual increase in delay projected is 0.6 seconds,

e The southbound left approach is projected to change from LOS B to LOS C during the PM peak hour, however,
this is also considered borderline condition as the threshold between LOS B and C is 20.0 seconds per vehicle
and the actual increase in delay projected is 1.9 seconds,

e The westbound left and westbound thru approaches are projected to change from LOS D to LOS E during the
SAT peak hour, however, these are considered borderline conditions as the threshold between LOS D and E is
55.0 seconds per vehicle and the actual increase in delay projected are 2.0 seconds.

The decreases in LOS for the westbound left and westbound thru approaches during the SAT peak hour can be
mitigated by decreasing the green time for the eastbound phase by two seconds and increasing the green time for the
westbound phase by two seconds. Given that the traffic signal is fully actuated, it is anticipated that this minor change
would occur automatically as traffic volumes fluctuate. No other changes in LOS are anticipated and no capacity
improvements are warranted nor recommended at this location.

4. Long Pond Road at Wegmans South Driveway/Sawyer Park (Signalized)

All approaches operate at an acceptable LOS D or better under all conditions during both peak hours. In between
background and full build conditions, the southbound thru/right approach and overall intersection LOS are projected
to change from LOS A to B during the PM peak hour, however, these are considered borderline conditions as the
threshold between LOS A and B is 10.0 seconds per vehicle and the actual increase in delay projected are 3.5 seconds
or less. No other changes in LOS are anticipated and no capacity improvements are warranted nor recommended at
this location.
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8.0 CONCLUSIONS AND RECOMMENDATIONS

This Traffic Impact Study identified and evaluated the potential traffic impacts that can be expected from the proposed
Delta Sonic development located along Long Pond Road in the Town of Greece, NY. The results of this comprehensive
study determined that the existing transportation network can adequately accommodate the projected traffic volumes
and resulting minor impacts to study area intersections. The following sets forth the conclusions and recommendations
based upon the results of the analyses:

1. The proposed project is estimated to generate a total of 182 entering and 183 exiting vehicle trips during
the PM peak hour, and 169 entering and 170 exiting vehicle trips during the SAT peak hour. However, it is
important to note that not all these trips are entirely new; some are accounted for via pass-by adjustments.

2. Considering ITE published pass-by rates and professional judgment, the site is anticipated to generate 127
entering and 128 exiting new vehicle trips during the PM peak hour, and 118 entering and 119 exiting new
vehicle trips during the SAT peak hour.

3. Minor delays are projected between background and full build conditions at the Latta Rd/Wegmans Driveway
and Long Pond Road/Wegmans South Driveway intersections. The additional traffic volumes generated by the
proposed project can be accommodated at these intersections, as there is adequate intersection capacity.

4. The decrease in LOS for the westbound left approach during the PM peak hour at the Latta Road/Long Pond
Road intersection can be mitigated by decreasing the green time for the eastbound phase by one second and
increasing the green time for the westbound left phase by one second. Given that the traffic signal is fully
actuated, it is anticipated that this minor change would occur automatically as traffic volumes fluctuate.

5. The decreases in LOS for the westbound left and westbound thru approaches during the SAT peak hour at the
Long Pond Road/Wegmans North Driveway intersection can be mitigated by decreasing the green time for the
eastbound phase by two seconds and increasing the green time for the westbound phase by two seconds.
Given that the traffic signal is fully actuated, it is anticipated that this minor change would occur automatically
as traffic volumes fluctuate.

6. Pursuant to the State Environmental Quality Review Act (SEQRA), this detailed analysis demonstrates that the
proposed project, with the recommended improvements in place, does not result in any significant adverse
traffic impacts even at full development.
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10.0 FIGURES

Figures 1 through 7b are included on the following pages.
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